Schritt 1: Icons ins TC laden:
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test Ind4_3D.png Ind4_EE.png Ind4_EP.png
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Ind4_ZZ.png

Ind4_EZ.png Ind4_item.png Ind4_ZS.png

Schritt 2: Item Icon von Default auf (Ind4_Item.png) dndern

Schritt 3: Im Property Renderer die XML eingeben:

& New Property Renderer...
Property Renderer

Create a new Renderer to define Business Object icon decorations based on Business Object Properties

INDOSA
*
Name: Indd_Type_Overlayicon
Description: Overlayicons for visual distinction of ltem Types

tion: *
Render Definition: ™| <icons Version="1.0">

<primarylcon source="indd_item.png"/>
<overlaylcon source="ltem.indd_STL_Typ" mapName="Typemap" />
<propertyMap name="Typemap" >

<item key="EE (Kaufteil Elektro)" value="Ind4_EE.png"/>

<item ke: E (Kaufteil Pneumatik)" value="Ind4_EP.png"/>

<item key="ZS (ZZSchweissen)" value="Ind4_ZS.png"/>
<item key="ZZ (Zusammenstellung)” value="Ind4_ZZ.png" />
</propertyMap>|
<ficons>

Cancel




Screenshot der LOV:
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(® Enter values using BMIDE and store values in my template
(O Supply values directly to Teamcenter database using “bmide_manage_batch_lovs" command line utility
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