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Allowable deviations for dimensions without tolerance indication (machined surfaces)

For measurements ( deviations in mm )

Fillets and chamfers

Angles (in ° and ")

Dimensions in mm

Dimensions in mm

Length of the shortest leg

| 6 | 5 L | 3 | 2 | 1
PARTS LIST
ITEM|QTY PART NUMBER DESCRIPTION MATERIAL
1 3 |Cylinder Piping Tube Glanse Brass, Soff Yellow
2 1 |Cylinder Piping Collector Glanse Brass, Soff Yellow
3 | 2 |Cylinder Piping Connector Brass, Soff Yellow
L | 1 |Cylinder Piping Tube Entry Copper
5 1 |Cylinder Piping Collector Enfry Brass, Soff Yellow
6 | 2 |Cylinder Piping Tube Glanse Packing Copper
7 | & |DIN 933 - M6 x 22 Hex-Head Bolt |Steel, Mild
8 | 4 |DIN 128 - A6 Spring Washer |Steel, Mild
9 | & |DIN 934 - M6 Hex Nuf Steel, Mild
198 40,5
| |
I I N
| <
| | I |
I _
! |
6__» - - -
/ | .
e 4 —
| [
| A 6 | A
| [
| |
!
i 1 2
7
8
9
fam
S CHE e
\S
— u
Revision| Date Description
Engineered by: Name: Date: Scale: 141 !
Designer: |Galba, J.  [13/02/2010 =
Approved:|Galba, J.  |13/02/2010 | SheetSize: A2
Pro_ject: ) Material:
Miniature Steam Engine Tofal Mass: N/A
Title:
w e e e o T e[| vVertical Twin Steam Engine with Reverse Gear
Roughness Value “Ra” in ym ( NBN 88-02 ) ( ISO 1302 ) 25 12,5 6,3 3.2 16 0,8 0,4 0,2 Assembly Cyllnder P|p|ng En.l-r.y
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