Pro/ENGINEER Wildfire 3.0 - M120, M180, M220

1 1 30345694 Z GUIDE BUSH
10 4 |DIN912-M6X20-12_9 MB SOCKET HEAD SCREW
9 2 |10049862 MA THREADED PIN
8 L |K2865-904 KN THREADED PIN, SPECIAL
7 L |K10086-14 KB THRUST PAD
6 1 |K1288-2683N_SPEC IAL FB INDEXABLE BLADE, XXXX FULL FACE
5 1 |K1288-2683N FB INDEXABLE BLADE, XXXX
L 1 |K2865-674 £ THREADED PIN, SPECIAL
3 1 |M&4XO_SLH_RHX9 (B THREADED SPINDLE
2 1 |K766-1780 BB CLAMPING PLATE
1 1 1225699-000 A BODY
Index | Qty |Member Name Sorting Title

Pro/ENGINEER Wildfire 3.0 - M230, M240, M250

" 4 [DIN912-M6X20-12_9 MB SOCKET HEAD SCREW
10 & |K2865-904 KN THREADED PIN, SPECIAL
9 4 |K10086-14 KB THRUST PAD
8 1 |K1288-2683N_SPECIAL FB INDEXABLE BLADE, XXXX FULL FACE
7 1 |K1288-2683N FB INDEXABLE BLADE., XXXX
6 1 |K2865-674 2 THREADED PIN, SPECIAL
5 1 |M&XO_SLH_RHXS (B THREADED SPINDLE
4 1 K766-1780 BB CLAMPING PLATE
3 1 |30345694 z UIDE BUSH
2 2 110049862 MA HREADED PIN
1 1 1225699-000 A BODY
Index | Qty |Member Name Sorting Title
Sortierung ab der M230 fehlerhaft!!!
Einstellungen
“Menu‘—Manager
b TELBERECHE |
Attribute A I -
~ BERFICH ATTR Menl-Manager |
Duplikate b TBLBEREICHE
Keine Dup/Ebene w FILTERTYP
Oberste Ebene Nach Element
Min Wiederholung Fertig/Zuriick
Startindex w FILT-BEREICH
::i i Infermationsfenster (temp_fmt.tut} :I‘:Ifi?ﬂe;
Ballon an Kemp Datei Editieren Ansicht Editieren ! Informationsfenster (temp_fmt.txt)
Kabelinfo scasm.mbr.sorting Forward A Datei Editieren Ansicht

Fertig/Zuriick

sasm.mbr.name Forward

Abbruch

&asm.mbr.IDENTEKEY I=

HP




