/ ----------------------------------------------------------------------

/ HEADER BLOCK DEFINITION

/ ----------------------------------------------------------------------

*BEGIN_HEADER

/ ------------------------------------------  10 CHARACTERS PLOTTER NAME

*NAME PLOTTER

/ --------------------------------  45 CHARACTERS PLOTTING PANEL COMMENT

*COM HP 750C Plus

/ -----------------------------------------------  TYPE : ELECTROSTACTIC

*TYP ELECTROSTATIC

*END_HEADER

/ ----------------------------------------------------------------------

/ PARAMETERS BLOCK DEFINITION

/ ----------------------------------------------------------------------

*BEGIN_PARAM

/ --------------PLOTTING KEYWORDS (REFER TO CATIA PLOT REFERENCE MANUAL)

*EXPORT HPGL2

*SCD  1.

*BUF  6000

*SIZ  -1 890.

*RAN 9 255

*NPI 400

/ For optimizing the accuracy of line thickness, increase the maximum

/ number of virtual pens.

/ For example activate the line below.

/ *NBP 64

*NBP 16

/ In the context of this sample, you can plot white pattern in black on

/ the implicit white background. For this, activate the line below.

/ *TRT BLACK

*XLC YES

*END_PARAM

/ ----------------------------------------------------------------------

/ EXECUTION BLOCK DEFINITION

/ ----------------------------------------------------------------------

/ ----------------- EXAMPLE : Plotter connected on the lp0 printer queue

*BEGIN_EXEC

if [ -s $CATOUT  ]

  then

  qprt -P plot-pcl:@kem1 $CATOUT

  else

   echo " the file $CATOUT doesn't exist , check your traces"

fi

*END_EXEC

/ ----------------------------------------------------------------------

/ RUN-TIME BLOCK DEFINITION

/ ----------------------------------------------------------------------

*BEGIN_RTIME

CATOUT=$HOME/catout.gl2

export CATOUT

*END_RTIME

